GE MEDICAL SYSTEMS
site LOG

REV 0
DIRECTION 2248330


SIGNA 8.x LOAD FROM COLD WORKSHEET
System ID:
     

Date:
     

Hospital Name:
     


Note:  This is the name of the hospital or facility where the Signa System is located.  Names can include any character and integers up to 32 characters.

Host Name:
     


Note:  This is the name given to the host scanner.

Host IP Address:
     


Note:  If the scanner is connected to the site’s internal network, then the Host IP Address should be obtained from the site network administrator, Or by calling the OnLine Center.

OpBox-PC IP Address:
     


Note:  If the scanner is connected to the site’s internal network, then the OpBox-PC IP Address should be obtained from the site network administrator, Or by calling the OnLine Center.

Op Laptop IP Address:
     


Note:  If the scanner is connected to the site’s internal network, then the Op Laptop IP Address should be obtained from the site network administrator, Or by calling the OnLine Center.

TPS IP Address:
     


Note:  Enter the subnet address for the TPS subnet.  The address should contain 3 bytes only (xxx.xx.xx).  Use the default address given during the software load.

Netmask:
     


Note:  If the scanner is connected to the site’s internal network, then the Netmask should be obtained from the site network administrator. Or, use the default given during the software load.

Suite Name:
     


Note:  Name of the suite, if any, this scanner is connected to.

Hospital Name:
     

Host Name:
     

Host IP Address:
     

OpBox-PC IP Address:
     

Laptop IP Address:
     

TPS IP Address:
     

Netmask:
     

Suite Name:
     

Hospital Name:
     

Host Name:
     

Host IP Address:
     

OpBox-PC IP Address:
     

Laptop IP Address:
     

TPS IP Address:
     

Netmask:
     

Suite Name:
     

Notes: 
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